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LUBING Finger transfer 

The LUBING finger transfer serves to improve hygiene in the conveyor area. The finger transfer ensures that 

eggs which break during the transfer process (e.g. wind eggs) immediately leave the system so that the fol-

lowing egg stream does not get dirty or polluted by remaining egg secretions. 

 

LUBING Finger transfer 

 

The open design of the finger transfer (open transfer angle plus open "fingers" instead of closed plate) allows 

the egg secretion to flow directly downwards. The following egg stream remains largely clean and dry due to 

the small contact surface to the transfer. Time-consuming cleaning work due to smeared egg secretion is no 

longer necessary. 

The finger transfer is made of soft plastic and guarantees a protective handling of the eggs during the trans-

fer process. 

The LUBING finger transfer can be easily integrated into new or already existing drive units. The finger trans-

fer is delivered assembled and can be changed 1:1 against the standard transfer plate (Item No. 

18X 500 10 03) in the drive with very little effort. 

The LUBING finger transfer is available as an option. Please refer to the following table for the correspond-

ing article numbers: 

 

Overview LUBING Finger transfer 

 

Type Item No. 

200 189 800 69 00 

250 186 800 69 00 

350 187 800 69 00 

500 185 800 69 00 

750 188 800 69 00 

1000 191 800 69 00 

 


